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Super Easy Start Super Turkey Finish

Turkey Nipple Systems
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Super Easy Start
(Turkey Poults)

Super Turkey Finish
( Adult Turkey)

The SES and STF are assembled on the Plasson’s Nipple system

With Plasson SES and STF you can ensure:

  A Uniform and Heavyweight Flock    Very Low Mortality    Drier Litter    Healthier Birds

     More water available and better consumption    More space available per bird

  Cups are kept clean through natural drinking (no need of cup cleaning).

Ideal for Turkey Poults from day 1 to 8 weeks.

Number of Turkey Poults per SES:
 25 - 30

Recommended Nipple to use with SES: Gray.

In existing systems you can use the
Light Green or the Dark Green Nipples.

Toms 20 - 25

Ideal for Adult Turkeys from day 28 up to market.

Number of Adult Turkeys per STF:
  Hens 17 - 20

Recommended Nipple to use with STF: Gray.





P l a s s o n  S u p e r  E a s y  S t a r t

Super Turkey Finish (STF) - Installation & User Manual

P l a s s o n  S u p e r  T u r k e y  F i n i s h

02205534Super Easy Start (SES) – Installation & User Manual 02205513

Installation: Management:
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If water is supplied from the main pipeline, incoming
pressure to header kit should be 1.5 bar (22 psi), max
- 2 bar (30psi). If water is supplied from a water tank,
the tank should be at least 4 m (13 ft.) above floor level.
Install a filter to ensure that water is filtered before entering
water tank.
The SES system is assembled on the Plasson Nipple
system.
Nipple type for this application - Dark or Light Gray.
After the nipple is in place:
Assemble the Tray (02205529) on the profile and bend
the Tray legs.
Insert the Pipe (02205532) into the Adaptor (02205531).
Place the Adaptor with the Pipe on the Nipple.
Make sure that the Adaptor is placed straight on the Nipple
and that the 4 ribs are grasping the Profile.
The Pipe (02205532) should move freely, pointing straight
down.
Recommended amounts of Adult Turkeys per STF:
Hens: 17-20
Toms: 20-25
Always use the Long Connecting Piece (02209015).
Recommended no. of STF per section: 3.
It is highly recommended to install a Shocker System.
After finishing the installation, fill the lines in order to
check the system.
Maximum length of water lines using STF 80m (270 feet).
The system must be flushed thoroughly with high pressure
after installation.

Management:

If water is supplied from the main pipe line, incoming
pressure to header kit should be 1.5 bar (22 psi),
max - 2 bar (30psi). If water is supplied from a
water tank, the tank should be at least 4 m (13 ft.)
above floor level.
Install a filter to ensure that water is filtered before
entering header kit.
The SES system is assembled on the Plasson Nipple
system.
Nipple type for this application - Gray.
Recommended amounts of Turkey Poults
per SES: 25-30
Always use the long connecting piece (02209015).
It is highly recommended to install a Shocker System.
Recommended no. of SES per section: 4.
Maximum length of water lines using SES 80m
(270 feet).
After finishing the installation, fill the lines in order
to check the system
The system must be flushed thoroughly with high
pressure after installation.

Before placing birds, make sure that the lines are
leveled.
From arrival day through third day - adjust the line's
height to the highest point where the Turkey Poult
will easily see the water upon his first search.
From day 3 - slightly raise the water lines in order
to train the birds to drink from the raised SES. The
bottom of SES should be at bird's eye height.
Adjust the line height periodically.
Water pressure - start with 20 to 25 cm (8"-10").
Normal amount of water in cups should be 5 to
10 mm of height.
More pressure on the regulator means faster filling
time of the cups.
The system must be flushed thoroughly after
medication and after using any kind of solution.
(Refer to Plasson's guide to Cleaning of Plasson's
Nipple System).
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Cat. No.Name

Super Turkey Finish Pipe
Super Turkey Finish Adaptor

Super Turkey Finish Nozzle
Super Turkey Finish Tray

1
2
3
4

02205532
02205531
02205533
02205529

Kee’p the Cups Lip at the
birds head height

Day 1 Day 2 up to 14 days At the arrival dayUp to 8 weeks
Adjust the line height to the highest
point where the turkey will easily
see the water upon his first search.

SES Lip should be a little higher then
Poults back.
Gradually raise the SES height.

Keep the Cup’s Lip at the
bird’s head height.

Start with 8" - 10" (20 - 25 cm)
water pressure.
After filling the cup with water, the
Cup bottom should be - 1/2"
(11/2 cm) above litter.

Before placing birds, make sure that the nipple lines
are leveled.
On the arrival day, adjust the line's height to the highest
point where the turkey will easily see the water upon
his first search.
Just an hour before placing birds, shake the lines in
order to fill the cups.
From the second day, adjust the Line height in such
a way that the bird will stretch its neck in order to
drink, but be aware that its foot should never leave
the ground.
Adjust the Super Turkey Finish line to the proper
drinking height periodically.
Water pressure - start with 15 to 20 cm (6"- 8").
Do not change water pressure more than 5 cm (2")
at once. Wait at least one hour to note any change in
water level inside cups.
Normal amount of water in cups should be up to the
bottom of the blue nozzle.
If there appears to be an overcrowding of birds around
the Cups and/or the water level is too low, pressure
should be raised. If water level is too high, lower the
water pressure.
The system must be flushed thoroughly after medication
and after using any kind of solution.
(Refer to Plasson's guide to Cleaning of Plasson's
Nipple System).
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